CONNECTOR SERIES: - ADAPTER
CENTER CONTACT: - FEMALE / MALE
NOMINAL IMPEDANCE: (OHMS)  : 50 B ore -
CABLE ACCOMMODATION: “N/A - ' -
CONTACT CAPTIVATION: - 4.0 LBs.
CABLE ATTACHMENT: “N/A J— S
CONTACT ATTACHMENT: N/A —
FREQUENCY RANGE: -DC - 6.0 GHz.
QPL SPECIFICATION: “N/A ]
QPL EQUIVALENT: N/A .14 — — —
MATING CHARACTERISTICS : CECC 22000 *
MATING TORQUE “N/A
MOUNTING TORQUE {N/A — —_ ! —
TEMPERATURE RANGE - .55/ +125 DEGREES C.
ELECTRICAL: L 5/16” HEX
VSWR MAXIMUM - 1.15+.010 x FGHz.
INSERTION LOSS MAXIMUM : .10dB x SQRT FGHz.
RF. LEAKAGE MINIMUM —: N/A ITEM MATERIALS FINISHES
INSULATION RESISTANCE 5,000 MOHMS MINIMUM  [=o0 TV T LGYERT ~COLD PER ASTMLBASS
D-W.v. + 500 VRMS MAX. NUT - BRASS PER ASTM-B-16 - GOLD PER ASTM-B-488
NUT RING - COPPER, BERYLIIUM PER ASTM-B194 - N/A
GASKET - RUBBER, SILICONBPER ZZ-R-765 “N/A
INSULATOR | : PTFE PER ASTM-D-1710 - N/A
CONTACT - COPPER, BERYLLIUM PER ASTM-B196 - GOLD PER ASTM-B-488
REV. | DCNNUMBER | DATE APP. (‘IuanOVQ
AA | 082065 |12/15/08 | DC NCORPORATED
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TITLE
S — T MMCX JACK TO SMA
APPROVED. DC DATE 12715708 PLUG ADAPTER
SCALE | CODE IDENT | SHEET DRAWING
N/A | 21899 |11 |00 1100-2598-6250






