CONNECTOR SERIES: : SMA
CENTER CONTACT: - FEMALE PIN (.625)
NOMINAL IMPEDANCE: (OHMS) 50 250-36 UNS-2A y—-312 HEX.
CABLE ACCOMMODATION: - BELDEN 1671A 312 \ 450
. ©.085 S/R
- T-FLEX-405 N B 5085
CONTACT CAPTIVATION: - N/A m %M DW: O MIN,
CABLE ATTACHMENT: : SOLDER 2.410 —
CONTACT ATTACHMENT: : SOLDER ;z;: B } _ 1
FREQUENCY RANGE: : DC TO 18.0 GHz. m
QPL SPECIFICATION: N/A L
QPL EQUIVALENT: - N/A | l—.065
FLAT WASHER
MATING CHARACTERISTICS : SMA JACK INTERNAL TOOTH LOCKWASHER
MATING TORQUE : 5 TO 7 POUND INCHES
MOUNTING TORQUE “N/A
TEMPERATURE RANGE : -55/+125 DEGREES C. 7
RECOMMENDED 250 [
ELECTRICAL: MOUNTING HOLE  MIN,
VSWR MAXIMUM :1.05 x FA.05 (F IN GHz.) \
INSERTION LOSS MAXIMUM : .030 x \/FGHz. «.235’1
R.F. LEAKAGE MINIMUM :-100 dB MIN.
INSULATION RESISTANCE 10,000 MEGOHMS MIN. e N ATERIALS EINISTIES
D.-W.v. + 730 VRMS MAX. BODY - STAINLESS STEEL PER ASTM-A-581  GOLD PER ASTM-B-488
LOCKNUT - STAINLESS STEEL PER ASTM-A-581 : GOLD PER ASTM-B-488
LOCKWASHER | : PHOSPHOR BRONZE : GOLD PER ASTM-B-488
INSULATOR | : PTFE PER ASTM-D-1710 “N/A
CONTACT - BRASS PER ASTM-B-16 : GOLD PER ASTM-B-488
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