CONNECTOR SERIES: : SMA
CENTER CONTACT: : FEMALE SOCKET o
NOMINAL IMPEDANCE: (OHMS)  :50 r
CABLE ACCOMMODATION: : N/A (W 021 [ 053 o
019 L 0.48 /N | a1
Il ° —f Y se 5
[3.96]
PCB ATTACHMENT: : SOLDER 043 AIR SECTION f
CONTACT ATTACHMENT: : SOLDER Lo —
—I~—.010 [0.251REF.
FREQUENCY RANGE: :DC TO 26.5 GHz.
QPL SPECIFICATION: - N/A 375 1S
QPL EQUIVALENT: :N/A 062 '
571 | [ |
MATING CHARACTERISTICS : MIL-STD-348-310.2 063 1607 166 ‘
MATING TORQUE : 7 TO 10 POUND INCHES L r | 0 (@) [4.22]
MOUNTING TORQUE :N/A — esseel T & T 5%y
TEMPERATURE RANGE .65 /+165 DEGREES C. f r3oe1 [ []
t
ELECTRICAL:
VSWR MAXIMUM :1.20 +.010 x FGHz. L 4-36 UNS—2A
INSERTION LOSS MAXIMUM : .05 dB x V FGHz.
R.F. LEAKAGE MINIMUM :-100 dB - FGHz. TTEM VATERIALS FINISHES
INSULATION RESISTANCE  : 10,000 MEGOHMS MIN.
D.W.V. - 1000 VRMS MAX. BODY : BRASS PER ASTM-B-36 : GOLD PER ASTM-B-488,
TYPE 1, CODE C, CLASS .70
INSULATOR | : PTFE PER ASTM-D-1710 “N/A
RoHS CONTACT : COPPER, BERYLLIUM PER ASTM-B196 : GOLD PER ASTM-B-488,
COMPLIANT TYPE 1 CODE C, CLASS 1.25
REV. | DCNNUMBER| DATE APP. (‘IUHQ' | 'QVQ
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