CONNECTOR SERIES: : SMA
CENTER CONTACT: : FEMALE SOCKET
NOMINAL IMPEDANCE: (OHMS)  :50 285 500
CABLE ACCOMMODATION: : N/A 375 365 SQ.
. 270 _ 340
065—( |— Y TYP.
CONTACT CAPTIVATION: : 6.0 LBS.
CABLE ATTACHMENT: :N/A =
CONTACT ATTACHMENT: : SOLDERABLE — 63 E}
FREQUENCY RANGE: :DC TO 26.0 GHz. | |
QPL SPECIFICATION: :N/A 1 162 /
QPL EQUIVALENT: ' N/A — &+ - j_{ 158 - () -
DIA. \
MATING CHARACTERISTICS : MIL-STD-348-310.2 \ J |
MATING TORQUE -7 TO 10 POUND INCHES | ¢,051J @
MOUNTING TORQUE :N/A - 049
TEMPERATURE RANGE - -65 / +165 DEGREES C. 4x ¢.%8?
EPOXY '
ELECTRICAL:
VSWR MAXIMUM . 1.05 x FA.04 (F IN GHz.) 174-36 UNS-2A
INSERTION LOSS MAXIMUM :.040 x FA.5 (F IN GHz.)
R.F. LEAKAGE MINIMUM - -85 dB - F (F IN GHz.) TEM MATERIALS T INISHES
INSULATION RESISTANCE  : 5,000 MEGOHMS MIN.
D.W.V. : 1000 VRMS MAX.
BODY : 303 STAINLESS PBR ASTM-A-582 : PASSIVATE PER QQ-P-35
INSULATOR | : PTFE PER ASTM-D-1710 :N/A
CONTACT : COPPER, BERYELIUM PER ASTM-B196 : GOLD PER ASTM-B-488
REV. | DCNNUMBER| DATE APP. rlungwgveo
AA | 05-0223 [11/21/05 | TS T~ ncorroraten
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